AIRDRIVE

RS-232 RECORDER
INICIO RAPIDO

Notas importantes:

= El dispositivo requiere 5V CC a

través del puerto USB-B

= Para acceder a los datos y a la configuracion,
conecte un ordenador mediante un cable de datos
USB y mantenga pulsado el botén

= El dispositivo se configura para que

coincida con el bus serie que se esta supervisando
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Conecte

el dispositivo

a una unica fuente serie
0 en serie a un bus serie. Conéctelo

al ordenador mediante un cable USB-A-B

(alimentacion). (para alimentacién y configuracién de 5 V).

Mantenga pulsado el boton lateral

para cambiar al modo de unidad flash

i
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This is recorded data stored in

file LOG.TXT in a format defined Los datos registrados se

by the LogMode parameter.
The recorded data streams are guardan en el archivo

separated by channel headers.

Time-stamps are marked LOG TXT
) ([ ]

with brackets.




Para |la configuracion, edite

CONFIG.TXT

en la carpeta principal de la memoria USB

-
| CONFIG - Notepad

File

Edit Format View Help

La velocidad en baudios, la

Baudrate=9600
Bits=8

| Parity=None
StopBits=1
LogMode=Bin
Separator=None

paridad, el numero de bits y
los bits de parada en
CONFIG.TXT deben

corresponder a la

-} configuracion real del bus serie

Para el reloj interno, cree

TIME. TXT

en la carpeta principal de la llave USB

Format =24 / AM / PM

Year = 2020
Month = 6
Day = 25
Hour = 13
Minute = 54
Second = 38

(24h or 12h format)

(1=January ... 12= December)
(1...31)

(0...23 for 24h, 1...12 for AM/PM)
(0...59)

(0...59)



El dispositivo puede configurarse

mediante parametros en CONFIG.TXT

BaudRate=9600 Use DualPort=No  (up to 230400)
Bits=8 O ey (5/6/7/8)
StopBits=1 (1/1.5/2)
Parity=No (Even/0dd/Space/Mark/No)
DualPort=Yes Use DualPort=Yes (Yes/No)
BaudRate2=115200 " port parameters st (Up to 230400)
Bits2=8 e /6778
StopBits2=1 (1/1.5/2)
Parity2=No (Even/0dd/Space/Mark/No)
LogMode=Bin (Bin/Hex/Dec)
EnablePort=Both (Port0/Port1/Both)
Separator=None (Space/NewLine/Tab/Comma/None)
Separator2=NewLine (Space/NewLine/Tab/Comma/None)
Header=MyDevice (used when header is inserted)
HeaderlInterval=2.0 (seconds of inactivity for header)
ChannelHeaders=Yes (Yes/No)
ChannelOHeader=Ch-Zero (used for first channel)
Channel1Header=Ch-One (used for second channel)
Timestamping=Yes (Yes/No, TS version only)
TimeFormat=24 (24/Am/Pm, TS version only)
DisableLogging=No (Yes/No)
UsbMode=Flash (Flash/Com, switches between flash

drive mode and Virtual COM port mode)



